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TYPE  1N60A

FEATURES Low forward voltage drop
—Ilow power consumption
Thirty years of proven reliability
—one million hours mean time between failures (MTBF)
Very low noise level
Metallurgically bonded

ABSOLUTE MAXIMUM RATINGS

Peak Inverse Voltage 30V @25°C
Peak Forward Current 150mA unless
Operating Temperature Range -65°C to 85°C otherwise
Average Power Dissipation 80mw specified
ELECTRICAL
CHARACTERISTICS Symbol _ Conditions _ Min. _Max. _ Unit T °C
Peak Inverse Voltage PIV 1mA 30 \ 25°
Inverse Current Ir 10V 65 uA 25°
Forward Voltage \'%i 5mA 1.0 \' 25°
MECHANICAL
021" s Passes all mechanical and
| 019" — environmental requirements of
MIL-S-19500, including
[ Lcj:] BKC )jD shock and vibration.
1 300" 107"
" MIN MAX oos* DIA

8004-9071
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_Type No. 1N61
GOLD BONDED GERMANIUM DIODE

Bl

o
s lll =

6 Lake Street

PO Box 1436 H

Lawrence, MA 01841 ES
Telephone (617) 681-0392 |2

TeleFax (617) 681-9135
Telex 928377 2

FEATURES

Low forward voltage drop—low power consumption _

Thirty years of proven reliability—one million hours mean time between failures (MTBF)
Very low noise level

~ Metallurgically bonded

ABSOLUTE MAXIMUM RATINGS (at 25 °C, unless otherwise specified)

Peak Inverse Voltage 130 Volts
Peak Forward Current 500 mA
Operating Temperature Range -65°Cto85°C

Average Power Dissipation 80 mW

ELECTRICAL CHARACTERISTICS

Symbol Conditions Min Max Unit T°C
Peak Inverse Voltage PV 1 mA | 130 \ 25 °C
Reverse Current ir 100 V 1300 | pA | 25°C
Reverse Current Ir 125 V 700 | pA °C
Forward Voltage Vi 5 mA 1 \Y 25°C
MECHANICAL
021 o, _
l.019' \— Passes all mechanical and
—r—i BKC —— environmental requirements
?—L 5 - of MIL-S-19500, including
" . . shock and vibration.
1" o .300 . 107" 5,0

MIN MAX . .095"
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Type No.1N62

GOLD BONDED GERMANIUM DIODE

' - T
6 Lake Street | ‘ !
PO Box 1436 B

Lawrence, MA 01841 [

BKC International

il

Telephone (617) 681-0392
TeleFax (617) 681-9135 &
Telex 928377 4

Electronics Inc.

FEATURES

Low forward voltage drop—Ilow power consumption

Thirty years of proven reliability—one million hours mean time between failures (MTBF)

Very low noise level
Metallurgically bonded

ABSOLUTE MAXIMUM RATINGS (at 25 °C, unless otherwise specified)

Peak Inverse Voltage 110 Volts
Peak Forward Current 500 mA
Operating Temperature Range -65°Cto 85°C

Average Power Dissipation 80 mW

ELECTRICAL CHARACTERISTICS

Symbol Conditions Min Max Unit T°C
Peak Inverse Voltage PIV 1 mA |110 Vv 25 °C
Reverse Current Ir 125 V 700 | pA 25 °C
Forward Voltage Vi 5 mA 1 \ 25 °C
MECHANICAL
021 o, .
l.019' — — Passes all mechanical and
S:rﬁ BKC —r—] environmental requirements
i Ul _ of MIL-S-19500, including
1 3000 A7 o1 shock and vibration.

MIN T MAX 095°




B K ¢ INTERNATIONAL

Type No.1N63

03E D ILL?H“]EB 0000

GOLD BONDED GERMANIUM DIODE

6 Lake Street
PO Box 1436 B
Lawrence, MA 01841 KX

Telephone (617) 681-0392 |4
. TeleFax (617) 681-9135 |

Telex 928377 |

FEATURES

'l‘ "
3
3
3
LI

Low forward voltage drop—Ilow power consumption ‘
Thirty years of proven reliability—one million hours mean time between failures (MTBF)

Very low noise level
Metallurgically bonded

ABSOLUTE MAXIMUM RATINGS

(at 25 °C, unless otherwise specified)

Peak Inverse Voltage 125 Volts
Peak Forward Current 500 mA
Operating Temperature Range -65°Cto 85°C
Average Power Dissipation 80 mW
ELECTRICAL CHARACTERISTICS
Symbol Conditions Min Max Unit T°C
Peak Inverse Voltage PIV 1 mA {125 \Y 25 °C
"Reverse Current Ir 50 V 50 | pA | 25°C
Forward Voltage Vi 4 mA 1 \ 25 °C
MECHANICAL
021" o _
|.019' ¥ Passes all mechanical and
—. ! BKC —r—] environmental requirements
TL : of MIL-S-19500, including
L] L] L] 'b t' .
1 J: 300 07" i shock and vibration
MIN MAX 095

ne1 o f

T-0/-07
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“Type No.1NG63A
GOLD BONDED GERMANIUM DIODE

6 Lake Street [

. POBox 1436 B
Lawrence, MA 01841 4
Telephone (617) 681-0392 B§

TeleFax (617) 681-9135 [
Telex 928377 &4

BKC International
§ Electronics Inc.

FEATURES

Low forward voltage drop—Ilow power consumption
Thirty years of proven reliability—one million hours mean time between failures (MTBF)

Very low noise level
Metallurgically bonded

(at 25 °C, unless otherwise specified)

ABSOLUTE MAXIMUM RATINGS

Peak Inverse Voltage 100 Volts

Peak Forward Current 500 mA

Operating Temperature Range -65°Cto 85°C
80 mW

Average Power Dissipation

- . ELECTRICAL CHARACTERISTICS

Symbol Conditions Min Max Unit T°C
Peak Inverse Voltage PIV 1 mA {100 \ 25 °C
Reverse Current Ir 50 V 50 pA | 25°C
Forward Voltage Vi 4 mA 1 Vv 25 °C
MECHANICAL
021" DIA '
l 019° : — Passes all mechanical and
—#— i BKC —r—1 environmental requirements
T J of MIL-S-19500, including
| mr 107* shock and vibration.
TMIN T MAX 095+ DA




B K C INTERNATIONAL

Type No.1N65

GOLD BONDED GERMANIUM DIODE

6 Lake Street [H
PO Box 1436 kg
Lawrence, MA 01841 S

BKC International

Electronics Inc.

Telephone (617) 681-0392
TeleFax (617) 681-9135 [
Telex 928377 E§

FEATURES

Low forward voltage drop—Ilow power consumption
Thirty years of proven reliability—one million hours mean time between failures (MTBF)

Very low noise level
Metallurgically bonded

ABSOLUTE MAXIMUM RATINGS

(at 25 °C, unless otherwise specified)

Peak Inverse Voltage 85 Volts
Peak Forward Current 500 mA
Operating Temperature Range -65°Cto 85°C
Average Power Dissipation 80 mW
ELECTRICAL CHARACTERISTICS

: Symbol Conditions Min Max Unit T°C
Peak Inverse Voltage PIV 1 mA | 85 \Y 25 °C
Reverse Current Ir 50 V 200 pA| 25°C
Forward Voltage Vi 2.5 mA 1 \' 25°C

MECHANICAL

021"

]

r_mg. DIA ;. }
E BKC I/ J—

T s
L

107" DIA

TUMIN

.095"

Passes all mechanical and
environmental requirements
of MIL-S-19500, including
shock and vibration.
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Type No. 1N66 7-0/-07
GOLD BONDED GERMANIUM DIODE

o
TeleFax (617) 681-9135 | :
Telex 928377 B

6 Lake Street
PO Box 1436 §j
Lawrence, MA 01841 3

Telephone (617) 681-0392 [

1l @ BKC International
2H Electronics Inc.

"FEATURES

Low forward voltage drop—Ilow power consumption
Thirty years of proven reliability—one million hours mean time between failures (MTBF)
Very low noise level
- Metallurgically bonded

ABSOLUTE MAXIMUM RATINGS (at 25 °C, unless otherwise specified)

Peak Inverse Voltage 60 Volts
Peak Forward Current 500 mA
Operating Temperature Range -65°Cto 85°C

Average Power Dissipation 80 mW

ELECTRICAL CHARACTERISTICS

Symbol Conditions Min Max Unit T°C
Peak Inverse Voltage PIv 1 mA 60 \ 25 °C
Reverse Current Ir ioVv 50 HA | 25°C
Reverse Current Ir 50V 800 | pA °C
Forward Voltage Vi 5 mA 1 \'% 25 °C
MECHANICAL
‘ (AL '
I 019" . \—t Passes all mechanical and
—r— % BkC —7r—1 environmental requirements
?—I | ) of MIL-S-19500, including
. . [ shock and vibration.
1" 300 107" i

MIN MAX 095"
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Type No.1N66A T-0/-207
GOLD BONDED GERMANIUM DIODE

6 Lake Street

PO Box 1436 §%

Lawrence, MA 01841 fd

Telephone (617) 681-0392 [

TeleFax (617) 681-9135 &
Telex 928377

BKC International
8 Electronics Inc.

FEATURES

Low forward voltage drop—Ilow power consumption
“Thirty years of proven reliability—one million hours mean time between failures (MTBF)

‘Very low noise level
-Metallurgically bonded

ABSOLUTE MAXIMUM RATINGS (at 25 °C, unless otherwise specified)

Peak Inverse Voltage 60 Volts
Peak Forward Current 500 mA
Operating Temperature Range -65°Cto 85°C
Average Power Dissipation 80 mW
ELECTRICAL CHARACTERISTICS
Symbol Condilions Min Max Unit T°C
Peak Inverse Voltage PiV 1 mA | 60 \ 25 °C
Reverse Current ir i0 V 50 KA 25 °C
Forward Voltage Vi 5 mA 1 \Y 25 °C
MECHANICAL
021"
F— D'A@- N $ Passes all mechani_cal and
ﬁ BKC —r—1 environmental requirements
Ul J of MIL-S-19500, including
L o me | 107 o shock and vibration.

MAX 095"
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B K C INTERNATIONAL

Type No.1N67
GOLD BONDED GERMANIUM DIODE

“YIE
o[
TeleFax (617) 681-9135 |4
Telex 928377 B4

6 Lake Street
PO Box 1436 Ed
Lawrence, MA 01841 B

Telephone (617) 681-0392 M

BKC International
Electronics Inc.

£
.
L .. a3
¥ < *

FEATURES

Low forward voltage drop—Ilow power consumption

Thirty years of proven reliability—one million hours mean time between failures (MTBF)
Very low noise level '
Metallurgically bonded
‘ABSOLUTE MAXIMUM RATINGS

(at 25 °C, unless otherwise specified)

Peak Inverse Voltage 80 Volts
Peak Forward Current 500 mA
' Operating Temperature Range - 65 °C to 85 °C
Average Power Dissipation 80 mW
ELECTRICAL CHARACTERISTICS
: Symbol Conditions Min Max Unit T°C
Peak Inverse Voltage PIV 1mA | 80 \" 25 °C
Reverse Current Ir 5V 5 pA 25 °C
Forward Voltage Vi 4 mA 1 \" 25 °C
MECHANICAL
021 .
I.019' . W $ Passes all mechanical and
] § BKC ) — environmental requirements
TL of MIL-S-19500, including
- - L] k i t' .
1 a0 07" (1 shock and vibration
MIN MAX .095
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Type No. 1ING67A

7T-0/-07

GOLD BONDED GERMANIUM DIODE

6 Lake Street
PO Box 1436 B
Lawrence, MA 01841

Telephone (617) 681-0392
TeleFax (617) 681-9135 8
Tglex 928377 E

FEATURES

Low forward voltage drop—Ilow power consumption

Thirty years of proven reliability—one million hours mean time between failures (MTBF)

Very low noise level
Metallurgically bonded

ABSOLUTE MAXIMUM RATINGS (at 25 °C, unless otherwise specified)

CMIN MAX .095"

Peak Inverse Voltage 100 Volts
Peak Forward Current 500 mA
Operating Temperature Range -65°Cto85°C
Average Power Dissipation 80 mW
ELECTRICAL CHARACTERISTICS
. Symbol Conditions | Min Max Unit T°C
" Peak Inverse Voltage PIV 1 mA | 100 V | 25°C
Reverse Current I 5V 5 pA | 25°C
Reverse Current Ir 50V 50 A °C
Forward Voltage Vi 4 mA 1 \" 25 °C
MECHANICAL
0t o
I.019' p. q ¥ Passes all mechanical and
Cr— g BKC —2r environmental requirements
P U J of MIL-8-19500, including
R e R OIA shock and vibration.
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Type No.1N68 7-01-07
GOLD BONDED GERMANIUM DIODE

. .~

6 Lake Street | \

PO Box 1436 B

Lawrence, MA 01841 B3 "'

Telephone (617) 681-0392 B
TeleFax (617) 681-9135 N
Telex 928377 B

P .Il hid

11§H BKC International
B Electronics Inc.

FEATURES

Low forward voltage drop—Ilow power consumption

Thirty years of proven reliability—one million hours mean time between failures (MTBF)
Very low noise level

Metallurgically bonded

ABSOLUTE MAXIMUM RATINGS (at 25 °C, unless otherwise specified)

Peak Inverse Voltage 100 Volts
Peak Forward Current 500 mA
Operating Temperature Range -65°Cto85°C

Average Power Dissipation 80 mW

ELECTRICAL CHARACTERISTICS

) Symbol Conditions Min Max Unit T°C
Peak Inverse Voltage PV 1imA |100 ‘ \'% 25 °C
Reverse Current . Ir 100 V 625 | pA | 25°C
Forward Voltage Vi 3 mA 1 \'% 25 °C
MECHANICAL

021 o
|.019' 1 X ¥ Passes all mechanical and
—r— @ BKC —3r—] environmental requirements
J of MIL-S-19500, including

shock and vibration.

T—. L

R W O 300" 107"
TUOMIN MAX 095" DIA
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Type No.1N68A 7-0/-07
GOLD BONDED GERMANIUM DIODE

6 Lake Street @

PO Box 1436 |

Lawrence, MA 01841 E2
Telephone (617) 681-0392 [
TeleFax (617) 681-9135 B3
Telex 928377 EX

FEATURES

Low forward voltage drop—Ilow power consumption

Thirty years of proven reliability—one million hours mean time between failures (MTBF)
Very low noise level

Metallurgically bonded

ABSOLUTE MAXIMUM RATINGS (at 25 °C, unless otherwise specified)

Peak Inverse Voltage 130 Volts
Peak Forward Current 500 mA
~ Operating Temperature Range -65°Cto85°C
Average Power Dissipation 80 mwW

ELECTRICAL CHARACTERISTICS

Symbol Conditions Min Max Unit T°C
Peak Inverse Voltage PIV 1 mA |[130 \% 25 °C
Reverse Current Ir 100 V 625 | uA | 25°C
Forward Voltage Vi 3 mA 1 \ 25°C
MECHANICAL
021"
|.019' D'Aﬁ — Passes all mechanical and
—r— g BKC 2 environmental requirements
i Ul ) of MIL-S-19500, including
L vl ae | T e o shock and vibration.

MIN MAX 095"
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Type No. 1N69 T=01-07
GOLD BONDED GERMANIUM DIODE

6 Lake Street
PO Box 1436 B2
Lawrence, MA 01841 B

Telephone (617) 681-0392
TeleFax (617) 681-9135 B
Telex 928377

FEATURES

Low forward voltage drop—Ilow power consumption

Thirty years of proven reliability—one million hours mean time between failures (MTBF)
Very low noise level

Metallurgically bonded

ABSOLUTE MAXIMUM RATINGS (at 25 °C, unless otherwise specified)

Peak Inverse Voltage 75 Volts
Peak Forward Current 500 mA
Operating Temperature Range -65°Cto 85°C

Average Power Dissipation - 80 mW

ELECTRICAL CHARACTERISTICS

Symbol Conditions Min Max Unit T°C
Peak Inverse Voltage PIV 1 mA 75 \Y 25 °C
Reverse Current Ir ioV 50 pA | 25 °C
Reverse Current Ir 50V 850 | MA °C
Forward Voltage Vi 5 mA 1 \ 25 °C
MECHANICAL
' oA
l.o19' . b Passes all mechanical and
—sr—] 5 BKC W:7,_:_1 environmental requirements
U of MIL-S-19500, including

|
. . ; shock and vibration.
1"l 300 .107_ DIA
MIN MAX .095




B 7K C INTERNATIONAL 03E D ILL?HEIBH goooo9y 3 i B
Type No. TNG69A 7-0/-07

GOLD BONDED GERMANIUM DIODE

‘.‘ i

o

TeleFax (617) 681-9135 B4
Telex 928377 B2

6 Lake Street
PO Box 1436 B4
Lawrence, MA 01841 S

Telephone (617) 681-0392 B

BKC International
Electronics Inc.

FEATURES

Low forward voltage drop—Ilow power consumption

Thirty years of proven reliability—one million hours mean time between failures (MTBF)
Very low noise level

Metallurgically bonded

ABSOLUTE MAXIMUM RATINGS (at 25 °C, unless otherwise specified)

Peak Inverse Voltage 75 Volts
Peak Forward Current 500 mA
Operating Temperature Range -85°Cto 85°C

Average Power Dissipation 80 mW

ELECTRICAL CHARACTERISTICS

Symbol Conditions Min Max Unit T°C
Peak Inverse Voltage PIV 1 mA 75 A 25 °C
Reverse Current Ir 10V 30 A | 25 °C
Reverse Current Ir 50V 500 | pA °C
Forward Voltage Vi 5 mA 1 \ 25 °C
MECHANICAL
021 o,
I.019' ¥ Passes all mechanical and
I::E BKC }:;,_—_1 environmental requirements
?—l : of MIL-S-19500, including
. " l . k and vibration.
1 300 ‘107- DIA shock and vibrati
MIN MAX . 095
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Type No. 1N70 7-0/-07
GOLD BONDED GERMANIUM DIODE

6 Lake Street |4

PO Box 1436 s

Lawrence, MA 01841 [
Telephone (617) 681-0392 |4
TeleFax (617) 681-9135 [
Telex 928377

BKC International
Electronics Inc.

FEATURES

Low forward voltage drop—Ilow power consumption

Thirty years of proven reliability—one million hours mean time between failures (MTBF)
Very low noise level

Metallurgically bonded

ABSOLUTE MAXIMUM RATINGS (at 25 °C, unless otherwise specified)

Peak Inverse Voltage 125 Volts
Peak Forward Current - 500 mA
Operating Temperature Range -65°Cto 85°C
~Average Power Dissipation 80 mW
ELECTRICAL CHARACTERISTICS
’ Symbol Conditions Min Max Unit T°C
Peak Inverse Voltage PIV 1 mA | 125 \ 25 °C
Reverse Current Ir 10 V 25 HA | 25°C
Reverse Current Ir 50V 300 | pA °C
Forward Voltage : Vi 3 mA 1 \ 25 °C
MECHANICAL
021 o
|.019' : \— Passes all mechanical and
lﬁr—rﬁ BKC —5r—1 environmental requirements
T i J of MIL-S-19500, including
| 4" 3000 A7 shock and vibration.

MIN MAX 095"
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Type No. 1TN70A T—0/-07
GOLD BONDED GERMANIUM DIODE

6 Lake Street
PO Box 1436 [
Lawrence, MA 01841 E

Telephone (617) 681-0392 |2

TeleFax (617) 681-9135 B
Telex 928377

FEATURES

Low forward voltage drop—Ilow power consumption

Thirty years of proven reliability—one million hours mean time between failures (MTBF)
Very low noise level

Metallurgically bonded

ABSOLUTE MAXIMUM RATINGS (at 25 °C, unless otherwise specified)

Peak Inverse Voltage 125 Volts
Peak Forward Current 500 mA
Operating Temperature Range -65°Cto 85°C
Average Power Dissipation 80 mW
ELECTRICAL CHARACTERISTICS
Symbol Conditions Min Max Unit T°C
- Peak Inverse Voltage PIV 1 mA | 125 \ 25 °C
Reverse Current Ir 10V 25 pA | 25°C
Reverse Current Ir 50V 300 | pA °C
Forward Voltage . Vi 3 mA 1 \Y 25 °C
MECHANICAL
021"
EF DIA ——t Passes all mechanical and
sr—li BKC ——] environmental requirements

.

b of MIL-S-19500, including
L g 300" 107° shock and vibration.
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Type No.1N71 T-0/-07
GOLD BONDED GERMANIUM DIODE

6 Lake Street [
PO Box 1436
Lawrence, MA 01841 EA

Telephone (617) 681-0392 [
TeleFax (617) 681-9135 B8
Telex 928377 B

BKC International
i Electronics Inc.

FEATURES

Low forward voltage drop—Ilow power consumption

Thirty years of proven reliability—one million hours mean time between failures (MTBF)
Very low noise level

Metallurgically bonded

ABSOLUTE MAXIMUM RATINGS (at 25 °C, unless otherwise specified)

Peak Inverse Voltage 40 Volts
Peak Forward Current 500 mA
Operating Temperature Range -65°Cto85°C

Average Power Dissipation 80 mW

ELECTRICAL CHARACTERISTICS

Symbol Conditions Min Max Unit T°C
Peak Inverse Voltage PIV 1 mA | 40 \ 25 °C
Reverse Current Ir 30 V 300 | pHA | 256°C
Forward Voltage Vi 15 mA 1 \ 25 °C
MECHANICAL
021" o
|.019' i N ¥ - Passes all mechanical and
o E BKC —r—1 environmental requirements
T—L Ul J of MIL-S-19500, including
. . T 407 shock and vibration.
1" 300 107 o

MIN MAX Y095
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“Type No.1N75 7-0/-07
GOLD BONDED GERMANIUM DIODE

6 Lake Street [

PO Box 1436 §&

Lawrence, MA 01841 B4
Telephone (617) 681-0392
TeleFax (617) 681-9135 |
Telex 928377 s

FEATURES

Low forward voltage drop—Ilow power consumption

Thirty years of proven reliability—one million hours mean time between failures (MTBF)
Very low noise level

Metallurgically bonded

ABSOLUTE MAXIMUM RATINGS (at 25 °C, unless otherwise specified)

Peak Inverse Voltage 125 Volts
Peak Forward Current 500 mA
Operating Temperature Range -65°Cto 85°C
Average Power Dissipation 80 mW

ELECTRICAL CHARACTERISTICS

_ Symbol Conditions Min Max Unit T°C
Peak Inverse Voltage PIV 1 mA [125 \" 25 °C
Reverse Current Ir 50 V 50 LA 25 °C
Forward Voltage Vi 2.5 mA 1 \ 25 °C
MECHANICAL
- 021 oy ‘
I.019' \—1 Passes all mechanical and
—r—] i ——] environmental requirements
?—' : ) of MIL-S-19500, including
. . . shock and vibration.
1" . .300 . 107" 54

MIN MAX .095*
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Type No.1N81 7=0/-07
GOLD BONDED GERMANIUM DIODE

6 Lake Street |

PO Box 1436 [&

Lawrence, MA 01841
Telephone (617) 681-0392 {4
TeleFax (617) 681-9135 |
Telex 928377

*“ * . A
1" . o BKC International

Electronics Inc.

.G" 2 A
= 53 R A T
PN v ¥ o

FEATURES

Low forward voltage drop—low power consumption

Thirty years of proven reliability—one million hours mean time between failures (MTBF)
Very low noise level

Metallurgically bonded

ABSOLUTE MAXIMUM RAT|NGS (at 25 °C, unless otherwise specified)

Peak Inverse Voltage 50 Volts
Peak Forward Current . 500 mA
; Operating Temperature Range - 65 °C to 85 °C
Average Power Dissipation 80 mW
ELECTRICAL CHARACTERISTICS
i Symbol Condiions | Min | Max | Unit T°C
3 Peak Inverse Voltage PIV 1 mA | 50 \Y 25 °C
; Reverse Current Ir 10 V 10 | pA | 256°C
3 Forward Voltage Vi 3 mA 1 \ 25 °C
MECHANICAL
021"
Eﬁ? DIA : W ¥ Passes all mechanical and
—sr—1i BKC —r—1 environmental requirements
; J of MIL-S-19500, including

shock and vibration.

1 300" 107"
TTMIN MAX .095* DIA
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Type No.1N81A T=o/-07
GOLD BONDED GERMANIUM DIODE

o
TeleFax (617) 681-9135 |8 2
Telex 928377 g

6 Lake Street
PO Box 1436 B4
Lawrence, MA 01841 3

Telephone (617) 681-0392 |4

FEATURES

Low forward voltage drop—low power consumption

Thirty years of proven reliability—one million hours mean time between failures (MTBF)
Very low noise level

Metallurgically bonded

ABSOLUTE MAXIMUM RATINGS (at 25 °C, unless otherwise specified)

Peak Inverse Voltage 50 Volts
Peak Forward Current 500 mA
Operating Temperature Range ‘ -65°Cto85°C

Average Power Dissipation 80 mwW

ELECTRICAL CHARACTERISTICS

Symbol Conditions Min Max Unit T°C
" Peak Inverse Voltage PIV 1imA | 50 \ 25 °C
Reverse Current Ir i0 V 10 MA | 25°C
" Forward Voltage Vi 3 mA 1 V | 25°C
MECHANICAL
' 021" oy
|.019' T \— Passes all mechanical and
! E BKC L environmental requirements
T Ul J of MIL-S-19500, including
| a0 A7 shock and vibration.

MIN MAX 095"



B K € INTERNATIONAL

Type No.1N84

03e » ] 1179983 oooooas & |

7=o/-07

GOLD BONDED GERMANIUM DIODE

6 Lake Street
PO Box 1436 |4
Lawrence, MA 01841 [

Telephone (617) 681-0392 J&
TeleFax (617) 681-9135 4

Telex 928377 B

FEATURES

i AR T

Ao

BKC International

Electronics Inc.

Low forward voltage drop—low power consumption
Thirty years of proven reliability—one million hours mean time between failures (MTBF)

Very low noise level
Metallurgically bonded

ABSOLUTE MAXIMUM RATINGS

(at 25 °C, unless otherwise specified)

Peak Inverse Voltage 12 Volts
Peak Forward Current 500 mA
- Operating Temperature Range -65°Cto 85°C
Average Power Dissipation 80 mwW
ELECTRICAL CHARACTERISTICS
Symbol Conditions Min Max Unit T°C
Peak Inverse Voltage PIV 1 mA | 12 Vv 25 °C
-Reverse Current Ir 5V 100 | pA 25 °C
Forward Voltage Vi 60 mA 1 \" 25 °C
MECHANICAL
02t
|.019' - ¥ Passes all mechanical and
s 3 BKC —r—1 environmental requirements
LN ‘ of MIL-8-19500, including
= | 500 107 shock and vibration.
TOMIN T MAX 095+ DA
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Type No. 1N86 T=0/-07
GOLD BONDED GERMANIUM DIODE

6 Lake Street [

PO Box 1436 4

Lawrence, MA 01841 Fd

Telephone (617) 681-0392

TeleFax (617) 681-9135 &
Telex 928377 ks

: BKC International
: ™ Electronics Inc.

FEATURES

Low forward voltage drop—Iow power consumption

Thirty years of proven reliability—one million hours mean time between failures (MTBF)
Very low noise level

Metallurgically bonded

ABSOLUTE MAXIMUM RATINGS (at 25 °C, uniess otherwise specified)

Peak Inverse Voltage 70 Volts
Peak Forward Current 500 mA
Operating Temperature Range -65°Cto 85°C

Average Power Dissipation 80 mW

.ELECTRICAL CHARACTERISTICS

Symbol Conditions Min Max Unit T°C
Peak ‘Inverse Voltage PIV 1 mA 70 \ 25 °C
Reverse Current Ir 10V 50 pA | 25°C
Reverse Current Ir 50V 833 | pA °C
Forward Voltage Vi 4 mA 1 \ 25 °C
MECHANICAL
021 o
|.019' A — Passes all mechanical and
—r—i BKC —r—1 environmental requirements
L J : of MIL-S-19500, including
o | 000 A7 shock and vibration.

MIN MAX 095"




B K C INTERNATIONAL

Type No.1N87A

o3e » JJ 1179983 ooo0100 O I

T-o/-o07

GOLD BONDED GERMANIUM DIODE

6 Lake Street |

PO Box 1436 B

Lawrence, MA 01841 BS
Telephone (617) 681-0392 B
TeleFax (617) 681-9135 [
Telex 928377

B

FEATURES

e lll -

Low forward voltage drop—Ilow power consumption

Thirty years of proven reliability—one million hours mean time between failures (MTBF)

Very low noise level
~ Metallurgically bonded

ABSOLUTE MAXIMUM RATINGS

(at 25 °C, unless otherwise specified)

Peak Inverse Volitage 22.5 Volts
Peak Forward Current 500 mA
Operating Temperature Range -65°Cto 85°C
Average Power Dissipation 80 mW
ELECTRICAL CHARACTERISTICS
' Symbol Conditions. Min Max Unit T°C
Peak Inverse Voltage PIV 1 mA |22.5 \ 25 °C
Reverse Current Ir \Y HA 25 °C
Forward Voltage \Yi .1 mA .25 \Y 25 °C
MECHANICAL
o2 o
l.o19' : — Passes all mechanical and
,j:fg BKC —r—] environmental requirements
T R ) of MIL-S-19500, including
o a0 107" shock and vibration.
TOMIN T MAX 0g5- DA




B K C INTERNATIONAL 03E D IiiL?“I“lE:B 000010L 2 r

Type No.1N88 | 7-0/-27
GOLD BONDED GERMANIUM DIODE

6 Lake Street [
PO Box 1436 pg
Lawrence, MA 01841 &«

Telephone (617) 681-0392 [
TeleFax (617) 681-9135 &3
Telex 928377 B

BKC International
i Electronics Inc.

FEATURES

Low forward voltage drop—Ilow power consumption

Thirty years of proven reliability—one million hours mean time between failures (MTBF)
Very low noise level

Metallurgically bonded

ABSOLUTE MAXIMUM RATINGS (at 25 °C, unless otherwise specified)

Peak Inverse Voltage 85 Volts
Peak Forward Current 500 mA
Operating Temperature Range - 65 °Cto 85 °C

Average Power Dissipation . 80 mW

ELECTRICAL CHARACTERISTICS

Symbol Conditions Min Max Unit T°C

Peak Inverse Voltage PIV 1 mA | 85 \Y 25 °C
Reverse Current ir 50 V 100 | MHA 25 °C
Forward Voltage \%i 2.5 mA 1 \' 25 °C
MECHANICAL

021"

|.019' : —t Passes all mechanical and

——li BKC ——1 environmental requirements
i J of MIL-S-19500, including
4 300" A0 o shock and vibration.

MIN MAX 095"



WhB K € INTERNATIONAL : 03E D l].L?“l“lB3 0oooxnoe 4 '—'\
Type No.1N89 7=ol-27
GOLD BONDED GERMANIUM DIODE

6 Lake Street [

PO Box 1436 [

Lawrence, MA 01841 P
Telephone (617) 681-0392 [y
TeleFax (617) 681-9135
Telex 928377 B

Bl

FEATURES

Low forward voltage drop—Ilow power consumption
Thirty years of proven reliability—one million hours mean time between failures (MTBF)

Very low noise level
Metallurgically bonded

ABSOLUTE MAXIMUM RATINGS (at 25 °C, unless otherwise specified)

Peak Inverse Voltage 100 Volts
Peak Forward Current . 500 mA
Operating Temperature Range -65°Cto 85°C
Average Power Dissipation 80 mW

ELECTRICAL CHARACTERISTICS

, Symbol Condilions Min Max Unit T°C
Peak Inverse Voltage PIV 1 mA {100 \ 25 °C
Reverse Current Ir 5V 8 HA 25 °C
Forward Voltage \%i 3.5 mA 1 \ 25 °C
MECHANICAL
021"
l.019' —23 Passes all mechanical and
r—a—rﬁ BKC —r— environmental requirements
T_l Ul ) of MIL-S-19500, including
. . shock and vibration.
B 300 107" 514

1'
TUMIN MAX 095"




B K C INTERNATIONAL

D3E b || 1179983 0000103 & r

Type No.1N90 7-or-07

GOLD BONDED GERMANIUM DIODE

6 Lake Street [

PO Box 1436 B

Lawrence, MA 01841 B
Telephone (617) 681-0392 |

TeleFax (617) 681-9135 B3
Telex 928377

" FEATURES

" Low forward voltage drop—Ilow power consumption

Thirty years of proven reliability—one million hours mean time between failures (MTBF)
Very low noise level

Metallurgically bonded

ABSOLUTE MAXIMUM RATINGS

(at 25 °C, unless otherwise specified)

Peak Inverse Voltage 75 Volts
Peak Forward Current 500 mA
Operating Temperature Range -65°Cto85°C
Average Power Dissipation 80 mW
ELECTRICAL CHARACTERISTICS

Symbol Conditions Min Max Unit T°C
Peak Inverse Voltage PIV 1imA |75 Y, 25 °C
Reverse Current Ir 50 V 800 | uA 25 °C
Forward Voltage \'%i 5 mA 1 \" 25 °C

MECHANICAL

021"

Eﬁé.—m’g —

107"

.300"

—#r—i BkC [
T—I ¢l
“TMIN

MAX 095"

DIA

Passes all mechanical and
environmental requirements
of MIL-8-19500, including
shock and vibration.




03€ » JJ 1279983 ooooiow a | 7-9/-07
Type No.1N95

B K C 'INTERNATIONAL

GOLD BONDED GERMANIUM DIODE

6 Lake Street [
PO Box 1436
Lawrence, MA 01841

Telephone (617) 681-0392
TeleFax (617) 681-9135 [
Telex 928377 Jy

R LR R

LA,

B

FEATURES

] BKC International

4 Electronics Inc.

Low forward voltage drop—Ilow power consumption
Thirty years of proven reliability—one million hours mean time between failures (MTBF)

Very low noise level
Metallurgically bonded

ABSOLUTE MAXIMUM RATINGS

(at 25 °C, unless otherwise specified)

Peak Inverse Voltage 75 Volts
Peak Forward Current 500 mA
Operating Temperature Range -65°Cto 85°C
Average Power Dissipation 80 mW
ELECTRICAL CHARACTERISTICS
Symbol Conditions Min Max Unit TeC
Peak Inverse Voltage PIV 1mA |75 \Y 25 °C
Reverse Current Ir 50 V 800 | uMA 25 °C
Forward Voltage Vi 10 mA 1 \' 25 °C
MECHANICAL
021" o
|.019' - —— Passes all mechanical and
] %g BKC —2r—1 environmental requirements
T U D, of MIL-S-19500, including
L3 o L] .b t. .
l 1 300 l 07 shock and vibration
MIN MAX .095
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Type No.1N96
GOLD BONDED GERMANIUM DIODE

6 Lake Street |3

PO Box 1436 3

Lawrence, MA 01841 EH

Telephone (617) 681-0392 K4

TeleFax (617) 681-9135 J%
Telex 928377

ll:

BKC International
Electronics Inc.

FEATURES

Low forward voltage drop—low power consumption

Thirty years of proven reliability—one million hours mean time between failures (MTBF)
Very low noise level

Metallurgically bonded

ABSOLUTE MAXIMUM RATINGS (at 25 °C, unless otherwise specified)

Peak Inverse Voltage 75 Volts
Peak Forward Current 500 mA
Operating Temperature Range - 65 °Cto 85°C
Average Power Dissipation 80 mW

ELECTRICAL CHARACTERISTICS

i Symbol Conditions Min Max Unit T°C
Peak Inverse Voltage PIV 1mA |75 \ 25 °C
Reverse Current Ir 50 V 800 | pA 25 °C
Forward Voltage Vi 20 mA 1 \Y 25 °C
MECHANICAL
021"
1.019' DIA — Passes all mechanical and
l—_—,v:fg BKC ) environmental requirements
T il J of MIL-S-19500, including
L " 200" | 107 o shock and vibration.

MIN MAX 095"




B K C INTERNATIONAL 03E » 1279983 oooowos 1 | 7-p/-07

Type No.1N9GA
GOLD BONDED GERMANIUM DIODE

6 Lake Street [Ef

PO Box 1436 H

Lawrence, MA 01841 4

Telephone (617) 681-0392 £

TeleFax (617) 681-9135 4
Telex 928377 K

BKC International
HH Electronics Inc.

' FEATURES

. Low forward voltage drop—Ilow power consumption

. Thirty years of proven reliability—one million hours mean time between failures (MTBF)
. Very low noise level :

Metallurgically bonded

ABSOLUTE MAXIMUM RATINGS (at 25 °C, unless otherwise specified)

Peak Inverse Voltage 60 Volts
Peak Forward Current 500 mA
Operating Temperature Range -65°Cto 85°C

Average Power Dissipation 80 mW

ELECTRICAL CHARACTERISTICS

Symbol Conditions Min Max Unit T°C
- Peak Inverse Voltage PIV 1 mA | 60 \ 25 °C
Reverse Current Ir 50 V 500 | pA | 25°C
Forward Voltage Vi 40 mA 1 \' 25 °C
MECHANICAL
021"
|.019' DIA__ \— Passes all mechanical and
—r—] g BKC —r—1 environmental requirements
T \3 _ : of MIL-S-19500, including
L | a0 AT o shock and vibration.

MIN MAX 095"
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Type No.1N97
GOLD BONDED GERMANIUM DIODE

6 Lake Street B4

PO Box 1436 BH

Lawrence, MA 01841 B

Telephone (617) 681-0392 Ex

TeleFax (617) 681-9135 B¢
Telex 928377 &

4 4l BKC International
}4 Electronics Inc.

FEATURES

Low forward voltage drop—low power consumption

Thirty years of proven reliability—one million hours mean time between failures (MTBF)
Very low noise level

Metallurgically bonded

ABSOLUTE MAXIMUM RATINGS (at 25 °C, unless otherwise specified)

Peak Inverse Voltage 100 Volts
Peak Forward Current 500 mA
Operating Temperature Range -65°Cto85°C

Average Power Dissipation 80 mW

ELECTRICAL CHARACTERISTICS

_ Symbol Conditions Min Max Unit T°C
Peak Inverse Voltage PIV 1 mA |100 \ 25 °C
Reverse Current Ir 50 V 100 | pA 25 °C
Forward Voltage Vi 10 mA 1 \Y 25 °C
MECHANICAL
021" o
l 019" : — Passes all mechanical and
—r—i BkC =1 environmental requirements
i y of MIL-S-19500, including
o a0 A7 shock and vibration.

Y MAX . 095"
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Type No.1N98

GOLD BONDED GERMANIUM DIODE

6 Lake Street
PO Box 1436
Lawrence, MA 01841

i1 BKC International

Telephone (617) 681-0392 s Electronics Inc.
TeleFax (617) 681-9135

Telex 928377

bR Ve

S i

FEATURES

Low forward voltage drop—Ilow power consumption
Thirty years of proven reliability—one million hours mean time between failures (MTBF)

" Very low noise level

Metallurgically bonded

ABSOLUTE MAXIMUM RATINGS (at 25 °C, unless otherwise specified)

Peak Inverse Voltage 100 Volts
Peak Forward Current : 500 mA
Operating Temperature Range -65°Cto85°C

Average Power Dissipation 80 mW

ELECTRICAL CHARACTERISTICS

Symbol Conditions Min Max Unit T°C
Peak Inverse Voltage PIV 1 mA [100 \ 25 °C
Reverse Current Ir 50 V 100 | pA 25 °C
Forward Voltage Vi 20 mA 1 \ 25 °C
MECHANICAL
: 01 o
l 019° - - — Passes all mechanical and
g:ré BKC —r—1 environmental requirements
T i b, of MIL-S-19500, including
v | 00 RITN shock and vibration.

TMIN MAX 095"




B K C INTERNATIONAL D3E D ln?cmaa 0oooLog ? r T 0/-07

Type No.1N98A
GOLD BONDED GERMANIUM DIODE

6 Lake Street [ A

PO Box 1436 E3 5

Lawrence, MA 01841 [ 'l(

Telephone (617) 681-0392 [ £
TeleFax (617) 681-9135 P&
Telex 928377 B

BKC International
Electronics Inc.

P
s an
-3 -
WY T i

FEATURES

Low forward voltage drop—low power consumption

Thirty years of proven reliability—one million hours mean time between failures (MTBF)
Very low noise level

Metallurgically bonded

'ABSOLUTE MAXIMUM RATINGS (at 25 °C, unless otherwise specified)

. Peak Inverse Voltage 250 Volts
Peak Forward Current . 500 mA
Operating Temperature Range -65°Cto 85°C
‘Average Power Dissipation 80 mW

ELECTRICAL CHARACTERISTICS

Symbol Conditions Min Max Unit T°C
Peak Inverse Voltage PIV 1 mA |250 \Y 25 °C
Reverse Current Ir 50 V 100 | pA | 256°C
Forward Voltage Vi 40 mA 1 \ 25 °C
MECHANICAL
021 o '
I.o19' ; \—t Passes all mechanical and
—#—i BKC —r—1 environmental requirements
?_1 Ul » of MIL-S-19500, including
. . [ 47 shock and vibration.
le 1" 300 . 107" i

MIN MAX 095"



B K C INTERNATIONAL 03€ » Jj 1179983 0000110 3 | 7-90/-97

Type No.1N99

GOLD BONDED GERMANIUM DIODE

(R
Ao

6 Lake Street
PO Box 1436
Lawrence, MA 01841

Ao e

BKC International

Telephone (617) 681-0392 Electronics Inc.
TeleFax (617) 681-9135

Telex 928377

i L Ly
gy

FEATURES

Low forward voltage drop—low power consumption

Thirty years of proven reliability—one million hours mean time between failures (MTBF)
- Very low noise level

Metallurgically bonded

ABSOLUTE MAXIMUM RATINGS (at 25 °C, unless otherwise specified)

Peak Inverse Voltage 100 Volts
Peak Forward Current 500 mA
Operating Temperature Range -65°Cto 85°C
Average Power Dissipation 80 mW

ELECTRICAL CHARACTERISTICS

Symbol Conditions Min Max Unit T°C

Peak Inverse Voltage PIV 1 mA (100 \ 25 °C
Reverse Current Ir 50 V 50 pA | 25°C
Forward Voltage Vi 10 mA 1 \Y 25 °C
MECHANICAL

021"

l.019' — Passes all mechanical and

—wr—i Bkc = environmental requirements
i ; J : of MIL-S-19500, including
i 300" T shock and vibration.

MIN MAX 095°



B K ¢ INTERNATIONAL

Type No.1N100

o3e » 19983 ooom s 0/l p 7

GOLD BONDED GERMANIUM DIODE

6 Lake Street [
PO Box 1436 E
Lawrence, MA 01841 B

Telephone (617) 681-0392 E}
TeleFax (617) 6819135 [
Telex 928377 E4

FEATURES

Tl i BKC International

Electronics Inc.

Low forward voltage drop—Ilow power consumption _
Thirty years of proven reliability—one million hours mean time between failures (MTBF)

Very low noise level
Metallurgically bonded

ABSOLUTE MAXIMUM RATINGS

(at 25 °C, unless otherwise specified)

Peak Inverse Voltage
Peak Forward Current

Operating Temperature Range

100 Volis
500 mA

-65°Cto 85°C

Average Power Dissipation 80 mW
ELECTRICAL CHARACTERISTICS
Symbol Condilions Min Max Unit T°C
Peak Inverse Voltage PIV 1 mA [100 \ 25 °C
Reverse Current Ir 50 V- 5 pA | 25 °C
Forward Voltage \% 20 mA 1 V | 25°C
MECHANICAL
’ 021"
|.o19' DA \— Passes all mechanical and
—#— i BKC —r—] environmental requirements
T‘I ) of MIL-S-19500, including
R A7 o1 shock and vibration.
MIN MAX .095*




B K C INTERNATIONAL 30E D W 1179983 0000326 4 W TOY-O7

BKC INTERNATIONAL ELECTRONICS, INC.
6 LAKE STREET, LAWRENCE, MA 01841
TEL NO. (508) 681-0392
ENGINEERING DATA SHEET
TYPE
1N100A
GOLD BONDED, GERMANIUM, DIODE

ABSOLUTE MAXIHUM RATINGS

PEAK REVERSE VOLTAGE 100V
CONTINUOUS INVERSE OPERATING VOLTAGE 80V
RECURRENT PEAK FORWARD - ’ 250mA
(60 CYCLES, 1/2 WAVE) .

FORWARD SURGE CURRENT (1 SECOND) 400mA
POWER DISSIPATION 80mW

DERATING FACTOR ABOVE +25 DEGREES CELSUIS 10nW/10 DEGREES CELSIUS

OPERATING TEMPERATURE -78 TO +90 DEGREES CELSIUS
STORAGE TEMPERATURE -78 TO +100 DEGREES CELSIUS
CHARACTERISTICS
PARA - VF IR IR PIV
COND 40mA 5V 50V imA
TA 25C 25C 25C 25C f
LIMITS )
MIN. —— - - 100V
MAX. v 5ulA 50uld -

PACKAGE CONFIGURATION

GLASS CASE JEDEC DO-7

(INCHES)
LEAD LENGTH 1.125 MAX
LEAD DIAMETER «020 +-=.,002
BODY LENGTH «270 MAX.

BODY DIAMETER .095 MAX.

o ot T e G G B Sk O G e S G G U P e O G e D G e O G S €D R R em e 08 0 R TS S - - G WD WS G PO WS SR G Gh W AD W D S

MARKING

BLACK CATHODE BAND & BLACK DIGITAL PRINT

—~—

8004-8840
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Type No.1N102
GOLD BONDED GERMANIUM DIODE

N i | 3

6 Lake Street B2 ‘

PO Box 1436
Lawrence, MA 01841 p ‘l

Telephone (617) 681-0392
TeleFax (617) 681-9135
Telex 928377 Es

¢ -
X =
v e [

FEATURES

 Low forward voltage drop—Ilow power consumption

Thirty years of proven reliability—one million hours mean time between failures (MTBF)
“Very low noise level '

Metallurgically bonded

-ABSOLUTE MAXIMUM RATINGS (at 25 °C, unless otherwise specified)

Peak Inverse Voltage 125 Volts
Peak Forward Current 500 mA
-Operating Temperature Range -65°Cto85°C

Average Power Dissipation 80 mW

ELECTRICAL CHARACTERISTICS

Symbol Conditions Min Max Unit T°C
Peak Inverse Voltage PIV 1 mA 125 \ 25 °C
Reverse Current Ir 25 V 3 pA 25 °C
~ Forward Voltage Vi 15 mA 1 \Y 25 °C
MECHANICAL
01 o _
I 019" ¢ — Passes all mechanical and
—#— i BKC —r—1 environmental requirements
y of MIL-S-19500, including

shock and vibration.

.300" 107"
MIN MAX .095° DIA




B K C INTERNATIONAL 03E D ILL?CHBE! Opoouiy O r D1 -07

Type No.1N103
GOLD BONDED GERMANIUM DIODE

6 Lake Street
PO Box 1436 EX
Lawrence, MA 01841 {3

Telephone (617) 681-0392 3
TeleFax (617) 681-9135
Telex 928377 4

BKC International
Electronics Inc.

FEATURES

Low forward voltage drop—Ilow power consumption

Thirty years of proven reliability—one million hours mean time between failures (MTBF)
Very low noise level

- Metallurgically bonded

ABSOLUTE MAXIMUM RATINGS (at 25 °C, unless otherwise specified)

Peak Inverse Voltage 12 Volts
Peak Forward Current 500 mA
Operating Temperature Range -65°Cto85°C

Average Power Dissipation 80 mW

| ELECTRICAL CHARACTERISTICS

. Symbol Conditions Min Max Unit T°C
Peak Inverse Voltage PIV 1 mA 12 \ 25 °C
Reverse Current Ir 5V 100 | pA | 25°C
Forward Voltage Vi 30 mA 1 Vv 25 °C
MECHANICAL

021" o
| 019" - — Passes all mechanical and
,j: BKC —r—1 environmental requirements
i Ui ) of MIL-S-19500, including
. . . shock and vibration.
1" 300 . 107" A

MIN MAX 095"
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Type No.1N104

GOLD BONDED GERMANIUM DIODE

6 Lake Street |
PO Box 1436 4
Lawrence, MA 01841 [

BKC International

Telephone (617) 681-0392
TeleFax (617) 681-9135 B
Telex 928377 4

HN Electronics Inc.

FEATURES

Low forward voltage drop—Ilow power consumption

Thirty years of proven reliability—one million hours mean time between failures (MTBF)
-Very low noise level

Metallurgically bonded

ABSOLUTE MAXIMUM RATINGS (at 25 °C, unless otherwise specified)

Peak Inverse Voltage 12 Volts

. Peak Forward Current 500 mA
- Operating Temperature Range -65°Cto 85°C

Average Power Dissipation 80 mwW

ELECTRICAL CHARACTERISTICS

Symbol Conditions Min Max Unit T°C
Peak Inverse Voltage PIV 1 mA |12 Vv 25 °C
Reverse Current Ir 5V 100 | pA | 25°C
Forward Voltage Vi 30 mA 1 \' 25 °C
MECHANICAL
| 921 pia
|.019' : \—t Passes all mechanical and
,:;;.—:tg BKC —r—] environmental requirements
T‘| : ) of MIL-S-19500, including
" . . shock and vibration.
le 300 107" 4

MIN  MAX 095"



B K C INTERNATIONAL

Type No.1N107

GOLD BONDED GERMANIUM DIODE

6 Lake Street
PO Box 1436
Lawrence, MA 01841 B

BKC International

eyt s

z ll'
Telephone (617) 681-0392 A
TeleFax (617) 681-9135 K
Telex 928377 k&

Tl

Electronics Inc.

b

 FEATURES

Low forward voltage drop—Ilow power consumption

Thirty years of proven reliability—one million hours mean time between failures (MTBF)

Very low noise level
Metallurgically bonded

ABSOLUTE MAXIMUM RATINGS

(at 25 °C, unless otherwise specified)

“Peak Inverse Voltage

10 Volts

Peak Forward Current 500 mA

~ Operating Temperature Range -65°Cto85°C
. Average Power Dissipation 80 mW

'ELECTRICAL CHARACTERISTICS

Symbol Conditions Min Max Unit T°C
Peak Inverse Voltage PIV 1 mA 10 Vv 25 °C
Reverse Current . Ir 10 V 200 | pA 25 °C
Forward Voltage A% 150 mA 1 \ 25 °C
MECHANICAL
: o2
l.019' : \—t Passes all mechanical and
i BKC —r environmental requirements
T : ) of MIL-S-19500, including
1 300" 107" shock and vibration.
"~ MIN MAX 005+ DA
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Type No.1N108
GOLD BONDED GERMANIUM DIODE

B K C INTERNATIONAL

6 Lake Street
PO Box 1436
Lawrence, MA 01841

Telephone (617) 681-0392
TeleFax (617) 681-9135
Telex 928377

LRy

g i e A

A
Lo

FEATURES

-

<
n
=
e ull <

1 BKC International

4 Electronics Inc.

Low forward voltage drop—Ilow power consumption
Thirty years of proven reliability—one million hours mean time between failures (MTBF)

Very low noise level
Metallurgically bonded

ABSOLUTE MAXIMUM RATINGS

(at 25 °C, unless otherwise specified)

Peak Inverse Voltage 50 Volts
Peak Forward Current 500 mA
Operating Temperature Range -65°Cto 85°C
Average Power Dissipation 80 mW
ELECTRICAL CHARACTERISTICS
Symbol Condilions Min Max Unit T°C
Peak Inverse Voltage PIV 1 mA | 50 \ 25 °C
Reverse Current Ir 50 V 200 | pA 25 °C
Forward Voltage Vi 50 mA 1 \Y 25 °C
MECHANICAL
02 o
|.019' - ~—1 Passes all mechanical and
cr—l i BKC —r—] environmental requirements
T U J of MIL-S-19500, including
- | a00° 107" shock and vibration.
"~ MIN MAX 095"
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Type No. 1N111

GOLD BONDED GERMANIUM DIODE

' N “ <
6 Lake Street ‘
PO Box 1436 3 3

Lawrence, MA 01841

i il BKC International

Telephone (617) 681-0392 B
TeleFax (617) 681-9135
Telex 928377

B Electronics Inc.

FEATURES

Low forward voltage drop—low power consumption

Thirty years of proven teliability—one million hours mean time between failures (MTBF)
Very low noise level

Metallurgically bonded

ABSOLUTE MAXIMUM RATINGS (at 25 °C, unless otherwise specified)

Peak Inverse Voltage 70 Volts
Peak Forward Current 500 mA
Operating Temperature Range -65°Cto85°C

Average Power Dissipation 80 mW

ELECTRICAL CHARACTERISTICS

Symbol Conditions Min Max Unit T°C
Peak Inverse Voltage PIV imA | 70 \" 25 °C
Reverse Current . Ir 10V 25 pA | 55°C
Reverse Current Ir 50 V 125 | pA | 55°C
Forward Voltage Vi 5 mA 1 \ 25 °C
MECHANICAL
o* o
|.019' - — Passes all mechanical and
l____”__J g BKC 7 environmental requirements
t € J of MIL-8-19500, including
o a0 A7 oy shock and vibration.

MIN MAX .095"
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Type No. 1N112

GOLD BONDED GERMANIUM DIODE

6 Lake Street |4
PO Box 1436 j:-§"-“%
Lawrence, MA 01841 Bj

Telephone (617) 681-0392 |
TeleFax (617) 681-9135 |
Telex 928377 ¥4

FEATURES

Low forward voltage drop—Ilow power consumption

Thirty years of proven reliability—one million hours mean time between failures (MTBF)

Very low noise level
Metallurgically bonded

ABSOLUTE MAXIMUM RAT!NGS (at 25 °C, unless otherwise specified)

Peak Inverse Voltage 70 Volts
Peak Forward Current 500 mA
Operating Temperature Range -65°Cto85°C
Average Power Dissipation 80 mW
ELECTRICAL CHARACTERISTICS
. Symbol Conditions Min Max Unit T°C
Peak Inverse Voltage PIV 1mA | 70 Vv 25 °C
Reverse Current Ir 10V 50 | pA | 55°C
Reverse Current Ir 50V 250 | pA | 65°C
Forward Voltage Vi 5 mA 1 \' 25 °C
MECHANICAL
021"
E)E" DIA — Passes all mechanical and
—r F‘_j::] environmental requirements
i ) - of MIL-S-19500, including
L o, A o1 shock and vibration.
MIN .095"
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Type No. TN113

GOLD BONDED GERMANIUM DIODE

6 Lake Street
PO Box 1436
Lawrence, MA 01841

SR

Yo
¥+

Telephone (617) 681-0392
TeleFax (617) 681-9135
Telex 928377

B
=
i

FEATURES

Low forward voltage drop—Ilow power consumption
Thirty years of proven reliability—one million hours mean time between failures (MTBF)

Very low noise level
Metallurgically bonded

ABSOLUTE MAXIMUM RATINGS (at 25 °C, unless otherwise specified)

Peak Inverse Voltage 70 Volts
Peak Forward Current 500 mA
Operating Temperature Range -65°Cto85°C
Average Power Dissipation 80 mwW
ELECTRICAL CHARACTERISTICS
: ‘ Symbol Conditions Min Max Unit T°C
Peak Inverse Voltage PIV 1 mA 70 \" 25 °C
Reverse Current Ir 10V 25 HA | 85 °C
Reverse Current Ir 50V 125 | uA | 55°C
Forward Voltage Vi 2.5 mA 1 \ 25 °C
MECHANICAL
01
l 019" " — Passes all mechanical and
o 2 g BKC —r—1 environmental requirements
i U of MIL-S-19500, including
o a0 A" o shock and vibration.

MIN MAX .095"
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Type No. 1N114

GOLD BONDED GERMANIUM DIODE

6 Lake Street
PO Box 1436 B
Lawrence, MA 01841 B4

Telephone (617) 681-0392 [
TeleFax (617) 681-9135 |4
Telex 928377 §4

FEATURES

2ot S e

1l BKC International

HH Electronics Inc.

Low forward voltage drop—Ilow power consumption
Thirty years of proven reliability—one million hours mean time between failures (MTBF)
Very low noise level

Metallurgically bonded

ABSOLUTE MAXIMUM RATINGS (at 25 °C, unless otherwise specified)

Peak Inverse Voltage 70 Volts
Peak Forward Current 500 mA
Operating Temperature Range -65°Cto85°C
Average Power Dissipation 80 mW
ELECTRICAL CHARACTERISTICS
Symbol Conditions Min Max | Unit T°C
Peak Inverse Voltage PIV 1 mA 70 \' 25 °C
Reverse Current ' Ir 10V 50 | pA- | 55°C
Reverse Current Ir 50V 500 | pA | 55°C
Forward Voltage \%i 2.5 mA 1 \Y 25 °C
MECHANICAL
' 021" o
l.019' : ¥ Passes all mechanical and
—— i BKC —— environmental requirements
?—I ! of MIL-S-19500, including
. . . ibration.
1 300 LT shock and vibration
MIN MAX .095
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Type No. 1N115 7=0/-27
GOLD BONDED GERMANIUM DIODE
6 Lake S.t;eet H
PO Box 1436 |4

BKC International
B Electronics Inc.

Lawrence, MA 01841 &

Telephone (617) 681-0392 P
TeleFax (617) 681-9135 EX
Telex 928377 &

FEATURES

Low forward voltage drop—Ilow power consumption

Thirty years of proven reliability—one million hours mean time between failures (MTBF)
Very low noise level

Metallurgically bonded

ABSOLUTE MAXIMUM RATINGS (at 25 °C, unless otherwise specified)

Peék Inverse Voltage 70 Volts
Peak Forward Current 500 mA
Operating Temperature Range -65°Cto 85°C
Average Power Dissipation 80 mW
ELECTRICAL CHARACTERISTICS
Symbol Conditions Min Max Unit T°C
Peak Inverse Voltage PV 1 mA 70 \ 25 °C
Reverse Current Ir i0V 100 | pA 55 °C
Reverse Current Ir 50 V 500 | puA | 55°C
Forward Voltage : Vi 2.5 mA 1 \ 25 °C
MECHANICAL
021" o .
I.o19‘ - —t Passes all mechanical and
—— 3 BKC —51 environmental requirements
i U ) of MIL-S-19500, including
. 300" A7 o shock and vibration.

MIN MAX 095
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Type No.1N116

O3E D ILL?EHE.B 0000123 1 r

7-o0/-07

GOLD BONDED GERMANIUM DIODE

6 Lake Street |
PO Box 1436 4
Lawrence, MA 01841 E4

Telephone (617) 681-0392 [}
TeleFax (617) 681-9135 M
Telex 928377 B4

FEATURES

bt B A e e e,

Ay

BKC International

Electronics Inc.

Low forward voltage drop—Ilow power consumption
Thirty years of proven reliability—one million hours mean time between failures (MTBF)

Very low noise level
Metallurgically bonded

ABSOLUTE MAXIMUM RATINGS

(at 25 °C, unless otherwise specified)

Peak Inverse Voltage 75 Volts
Peak Forward Current 500 mA
Operating Temperature Range -65°Cto85°C
Average Power Dissipation 80 mW
ELECTRICAL CHARACTERISTICS
Symbol Conditions Min Max Unit T°C
Peak Inverse Voltage PIV 1 mA 75 \ 25 °C
Reverse Current ir 50 V 100 | pA 25 °C
Forward Voltage Vi 5 mA 1 \ 25 °C
M_ECHANICAL
17 W
|.019' ¥ Passes all mechanical and
—r—i BKC —r— environmental requirements
il : of MIL-S-19500, including
" 300" 107° shock and vibration.
"~ MIN MAX 005 DA
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Type No.1N117 7~0/-07
GOLD BONDED GERMANIUM DIODE

6 Lake Street [

PO Box 1436 E

Lawrence, MA 01841 [
Telephone (617) 681-0392 &
TeleFax (617) 681-9135 B
Telex 928377 |

RSy VLA BB RS )

FEATURES

Low forward voltage drop—Ilow power consumption

Thirty years of proven reliability—one million hours mean time between failures (MTBF)
Very low noise level

Metallurgically bonded

ABSOLUTE MAXIMUM RATINGS (at 25 °C, unless otherwise specified)

Peak Inverse Voltage 75 Volts
Peak Forward Cutrrent 500 mA
Operating Temperature Range -65°Cto 85°C
Average Power Dissipation 80 mW

ELECTRICAL CHARACTERISTICS

Symbol Condilions Min Max Unit T°C
Peak- Inverse Voltage PIV 1mA | 75 \% 25 °C
Reverse Current Ir 50 V 100 | pA | 25°C
Forward Voltage Vi 10 mA 1 \Y 25 °C
MECHANICAL
021"
|.019' DIA : — Passes all mechanical and
4§ BKC —r— environmental requirements
T z D of MIL-S-19500, including
|‘ s I 107 o shock and vibration.

MIN MAX 095"
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Type No.1N118 7~0l-27
GOLD BONDED GERMANIUM. DIODE

X
4d

6 Lake Street
PO Box 1436
Lawrence, MA 01841

Telephone (617) 681-0392
TeleFax (617) 681-9135
Telex 928377

5
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FEATURES

Low forward voltage drop—Ilow power consumption
Thirty years of proven reliability—one million hours mean time between failures (MTBF)

Very low noise level
Metallurgically bonded

ABSOLUTE MAXIMUM RATINGS (at 25 °C, unless otherwise specified)

Peak Inverse Voltage 75 Volts
Peak Forward Current 500 mA
Operating Temperature Range -65°Cto85°C
Average Power Dissipation 80 mW
ELECTRICAL CHARACTERISTICS
Symbol Conditions Min Max Unit T°C
Peak Inverse Voltage PIV 1 mA | 75 \ 25 °C
Reverse Current Ir 50 V 100 | pA 25 °C
Forward Voltage Vi 20 mA 1 \' 25 °C
MECHANICAL
021"
ETQ'_ DiA 4 Passes all mechanical and
—. : environmental requirements
T of MIL-S-19500, including
“ " _L shock and vibration.
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Type No.1N118A 7=0/-07
GOLD BONDED GERMANIUM DIODE

6 Lake Street
PO Box 1436 J#
Lawrence, MA 01841 [

Telephone (617) 681-0392 [&3
TeleFax (617) 681-9135
Telex 928377 B4

|5 BKC International
|: H Electronics Inc.

FEATURES

Low forward voltage drop—Ilow power consumption

Thirty years of proven reliability—one million hours mean time between failures (MTBF)
Very low noise level

Metallurgically bonded

ABSOLUTE MAXIMUM RATINGS (at 25 °C, unless otherwise specified)

Peak Inverse Voltage 75 Volts
Peak Forward Current 500 mA
Operating Temperature Range - 65 °C 10 85 °C

Ave'rage Power Dissipation 80 mW

ELECTRICAL CHARACTERISTICS

Symbol Conditions Min Max Unit T°C

Peak Inverse Voltage - PIV 1 mA |75 \ 25 °C
Reverse Current Ir 50 V 100 | pA 25 °C
Forward Voltage ' Vi 40 mA 1 Vv 25 °C
MECHANICAL

021 o,

|.019' - ~— Passes all mechanical and

—»—1i BKC —r— environmental requirements
T ) of MIL-S-19500, including
4 300" A7 shock and vibration.

MIN MAX . 095"
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Type No. TN119

03E D Fi,?=1%3 0000127 9 r

T-03-07

GOLD BONDED GERMANIUM DIODE

6 Lake Street
PO Box 1436 [#
Lawrence, MA 01841 &

Telephone (617) 681-0392 |3
TeleFax (617) 681-9135 [
Telex 928377 BS

e iR

Eray e

FEATURES

Low forward voltage drop—low power consumption
Thirty years of proven reliability—one million hours mean time between failures (MTBF)

Very low noise level
Metallurgically bonded

ABSOLUTE MAXIMUM RATINGS (at 25 °C, unless otherwise specilied)

Peak Inverse Voltage

Peak Forward Current
Operating Temperature Range
Average Power Dissipation

ELECTRICAL CHARACTERISTICS

60 Volts
500 mA
-65°Cto 85°C
80 mW

_ Symbol
Peak Inverse Voltage PIV
Reverse Current Ir
Forward Voltage Vi
Reverse Recovety Trr

NOTE: If = 30, Vr = -35, Recover to 50 kQ.

MECHANICAL

Conditions Min Max Unit
1 mA| 60 v
50V 125 | MA
5 mA 1 Vv
See note 500

T°C

25 °C
55 °C
25 °C

021"

— DIA ' n
.019 ,
l A

1" . 300" 1 107"

MIN MAX 095"

DIA

Passes all mechanical and
environmental requirements

of MIL-S-19500, including
shock and vibration.
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Type No. 1N120 7-03-07
GOLD BONDED GERMANIUM DIODE

6 Lake Street g
PO Box 1436 ¥
Lawrence, MA 01841 B

Telephone (617) 681-0392 |
TeleFax (617) 681-9135 &
Telex 928377 B4

I & BKC International
; Electronics Inc.

FEATURES

Low forward voltage drop—Ilow power consumption

Thirty years of proven reliability—one million hours mean time between failures (MTBF)
Very low noise level

Metallurgically bonded

ABSOLUTE MAXIMUM RATINGS (at 25 °C, unless otherwise specified)

Peak Inverse Voltage 60 Volts
Peak Forward Current 500 mA
Operating Temperature Range -65°Cto85°C

Average Power Dissipation 80 mwW

ELECTRICAL CHARACTERISTICS

. Symbol Conditions Min Max Unit T°C
Peak Inverse Voltage PIV 1 mA| 60 V| 25°C
Reverse Current Ir 50 V 250 | pA | 55°C
Forward Voltage \%i S5 mA 1 V| 25°C
Reverse Recovery Trr | See note 500

NOTE: If = 30, Vr = -35, Recover to 50 kQ.

MECHANICAL
021°
|.019' DA _ — Passes all mechanical and
7 g BKC —r—1 , environmental requirements
i U ) of MIL-S-19500, including
lA ¢l a0 1 qor o shock and vibration.

MIN  MAX . 095"
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Type No. TN126 T=0/07
GOLD BONDED GERMANIUM DIODE

6 Lake Street
PO Box 1436
Lawrence, MA 01841

Telephone (617) 681-0392
TeleFax (617) 681-9135
: Telex 928377

BKC International
HH Electronics Inc.

R
b

FEATURES

Low forward voltage drop—Ilow power consumption

Thirty years of proven reliability—one million hours mean time between failures (MTBF)
Very low noise level

Metallurgically bonded

ABSOLUTE MAXIMUM RATINGS (at 25 °C, unless otherwise specified)

Peak Inverse Voltage 75 Volts
Peak Forward Cutrrent 500 mA
Operating Temperature Range -65°Cto85°C

Average Power Dissipation 80 mW

ELECTRICAL CHARACTERISTICS

. Symbol Condilions Min Max Unit T°C
Peak Inverse Voltage PIV 1 mA 75 \ 25 °C
Reverse Current Ir 10V 50 pA | 25°C
Reverse Current Ir 50V 800 | pA °C
Forward Voltage Vi 5 mA 1 \ 25 °C
MECHANICAL
021"
l.019‘ DA __ — Passes all mechanical and
] F BKC —7r— environmental requirements
T U _ of MIL-S-19500, including
L o s AT shock and vibration.

MIN MAX .095"
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Type No. 1IN126A 7-01-07
GOLD BONDED GERMANIUM DIODE

6 Lake Street
PO Box 1436 ¥4
Lawrence, MA 01841 [

“l =
ﬂl(
Telephone (617) 681-0392 B

TeleFax (617) 681-9135 K4
Telex 928377 P&

{[{H BKC International
4l Electronics Inc.

= E!l o

FEATURES

Low forward voltage drop—Ilow power consumption

Thirty years of proven reliability—one million hours mean time between failures (MTBF)
Very low noise level

Metallurgically bonded

ABSOLUTE MAXIMUM RATINGS (at 25 °C, unless otherwise specified)

Peak Inverse Voltage ' 75 Volts
Peak Forward Current 500 mA
Operating Temperature Range -65°Cto85°C

Average Power Dissipation 80 mW

ELECTRICAL CHARACTERISTICS

Symbol Condilions Min Max Unit T°C
Peak Inverse Voltage PIV 1 mA 75 \ 25 °C
Reverse Current Ir 10V 50 HA 25 °C
Reverse Current Ir 50V 850 | pA °C
Forward Voltage \%i 25 mA 1 \Y 25 °C
MECHANICAL
021"
l.019' DIA ~— Passes all mechanical and
L —r— environmental requirements
il ) of MIL-8-19500, including
L 4 A0 o shock and vibration.
" MIN .095*
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Type No. 1N127 . 7= 0/-07
GOLD BONDED GERMANIUM DIODE

~
al‘

anll

6 Lake Street
PO Box 1436
Lawrence, MA 01841

Telephone (617) 681-0392
TeleFax (617) 681-9135
Telex 928377

Nl

il _BKC International
: 1 Electronics Inc.

iy Rt RS

T

%
,_‘ A

FEATURES

Low forward voltage drop—Ilow power consumption
Thirty years of proven reliability—one million hours mean time between failures (MTBF)

Very low noise level

. Metallurgically bonded

ABSOLUTE MAXIMUM RATINGS (at 25 °C, unless otherwise specified)

Peak Inverse Voltage 125 Volts
Peak Forward Current 500 mA
Operating Temperature Range ) . -65°C1t085°C

Average Power Dissipation 80 mW

ELECTRICAL CHARACTERISTICS

Symbol Conditions Min Max Unit T°C
Peak Inverse Voltage PIV 1 mA | 125 \ 25 °C
. Reverse Current Ir i0V 25 HA | 25°C
Reverse Current Ir 50V 300 | HA °C
Forward Voltage \%i 3 mA 1 \ 25 °C
MECHANICAL
021"
|.019' D'Aﬁ- — Passes all mechanical and
—r—i BKC —3 environmental requirements
i J___ of MIL-S-19500, including
l‘ﬁr 300" A0 O shock and vibration.

MIN MAX . 095
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GOLD BONDED GERMANIUM DIODE
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6 Lake Street
PO Box 1436
Lawrence, MA 01841

Telephone (617) 681-0392
TeleFax (617) 681-9135
Telex 928377

R

EH i{ BKC International
i}{l§ Electronics Inc.

U ENA te N1

Eh

i

FEATURES

Low forward voltage drop—low power consumption

Thirty years of proven reliability—one million hours mean time between failures (MTBF)
Very low noise level

Metallurgically bonded

ABSOLUTE MAXIMUM RATINGS (at 25 °C, unless otherwise specified)

Peak Inverse Voltage 125 Volts
Peak Forward Current 500 mA
Operating Temperature Range -65°Cto85°C

Average Power Dissipation 80 mW

ELECTRICAL CHARACTERISTICS

Symbol Conditions Min Max Unit T°C
Peak Inverse Voltage PIV 1 mA | 125 \Y 25 °C
Reverse Current Ir 10V 25 pA | 25°C
Reverse Cutrrent Ir 50V 300 | pHA °C
Forward Voltage Vi 25 mA 1 \ 25 °C
MECHANICAL
021"
l.o19' - ) b Passes all mechanical and
—#—1i BKC 7 environmental requirements
T'L s. of MIL-S-19500, including
. . [ shock and vibration.
e 1" 300 R 107" i

MIN MAX 095"
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Type No.1N128 7-0/-07
GOLD BONDED GERMANIUM DIODE

6 Lake Street
PO Box 1436 B
Lawrence, MA 01841 &

Telephone (617) 681-0392 E4
TeleFax (617) 681-9135 &
Telex 928377 K4

4 BKC International
4 Electronics Inc.

FEATURES

Low forward voltage drop—Ilow power consumption

Thirty years of proven reliability—one million hours mean time between failures (MTBF)
Very low noise level

Metallurgically bonded

- ABSOLUTE MAXIMUM RATINGS (at 25 °C, unless otherwise specified)

Peak Inverse Voltage 50 Volts
" Peak Forward Current 500 mA

Operating Temperature Range -65°Ct085°C

Average Power Dissipation 80 mW

ELECTRICAL CHARACTERISTICS

_ Symbol Condilions Min Max Unit T°C
Peak Inverse Voltage PIV 1 mA | 60 \ 25 °C
Reverse Current Ir 10 V 10 pA | 25°C
Forward Voltage Vi 3 mA 1 \ 25 °C
MECHANICAL
021"
I.019' DlA,-E-. - ¥ Passes all mechanical and
—r— % BKC —2r—1 environmental requirements
T U ) of MIL-S-18500, including
L = | a0 A7 shock and vibration.

MIN MAX 095"




Type No.1N128A T—0/-07
GOLD BONDED GERMANIUM DIODE

|

SR

6 Lake Street
PO Box 1436
Lawrence, MA 01841

Telephone (617) 681-0392
TeleFax (617) 681-9135
Telex 928377

.....

{8 BKC International
H{H Electronics Inc.

WA T
i

B g A

FEATURES

Low forward voltage drop—Ilow power consumption

“Thirty years of proven reliability-—one million hours mean time between failures (MTBF)
Very low noise level

Metallurgically bonded

ABSOLUTE MAXIMUM RATINGS (at 25 °C, unless otherwise specified)

Peak Inverse Voltage 50 Volts
Peak Forward Current ' : 500 mA
Operating Temperature Range -65°Cto 85°C
Average Power Dissipation 80 mW
ELECTRICAL CHARACTERISTICS _
' Symbol Condilions Min | Max | Unit T°C
Peak Inverse Voltage PIV 1 mA | 50 \ 25 °C
Reverse Current Ir 10V 10 [TWAN 25 °C
Forward Voltage Vi 3 mA 1 \ 25 °C
MECHANICAL
021"
:['_01_9-- DIA - ) ¥ Passes all mechanical and
——l il BKC —r— environmental requirements
of MIL-S-19500, including

shock and vibration.

.300" 407"
MIN MAX 095" DIA
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Type No.1N133 7-0/-27
GOLD BONDED GERMANIUM DIODE

6 Lake Sfreet
PO Box 1436 B4
Lawrence, MA 01841 ¥

Telephone (617) 681-0392

TeleFax (617) 681-9135 §4
Telex 928377 K

BKC Internationat
H Electronics Inc.

FEATURES

Low forward voltage drop—Ilow power consumption
Thirty years of proven reliability—one million hours mean time between failures (MTBF)

Very low noise level
Metallurgically bonded

ABSOLUTE MAXIMUM RATINGS (at 25 °C, unless otherwise specified)

Peak Inverse Voltage 5 Volts
Peak Forward Current 500 mA
Operating Temperature Range -65°Cto 85°C
Average Power Dissipation 80 mW
ELECTRICAL CHARACTERISTICS
Symbol Conditions Min Max Unit T°C
Peak Inverse Voltage PIV 1 mA 5 Vv 25 °C
Reverse Current Ir 6V 300 | pA 25 °C
Forward Voltage Vi 3 mA 5 \'% 25 °C
MECHANICAL
021"
|.019' D'A,.-; ¥ Passes all mechanical and
i E BKC le—__—, environmental requirements
""—l‘ Ul of MIL-S-19500, including
. . . shock and vibration.
1" J. 300 107" biA

TMIN MAX 095"
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Type No.1N139 7-0/-97

GOLD BONDED GERMANIUM DIODE

6 Lake Street
PO Box 1436 B
Lawrence, MA 01841 X

BKC International

Telephone (617) 681-0392 | Electronics Inc.
TeleFax (617) 681-9135 [

Telex 928377

B e R O o

FEATURES

Low forward voltage drop—Ilow power consumption

Thirty years of proven reliability—one million hours mean time between failures (MTBF)
Very low noise level

Metallurgically bonded

ABSOLUTE MAX|MUM RATINGS (at 25 °C, unless otherwise specified)

MIN MAX 095"

Peak Inverse Voltage 50 Volts
Peak Forward Current 500 mA
Operating Temperature Range -65°Cto85°C
; Average Power Dissipation 80 mW
ELECTRICAL CHARACTERISTICS
p : Symbol Conditions Min | Max | Unit T°C
Peak Inverse Voltage PIV 1 mA |50 \ 25 °C
Reverse Cutrrent Ir 50 V 1500 | pA | 25°C
Forward Voltage Vi 20 mA 1 \Y 25 °C
MECHANICAL
4 021* . :
F— DIA — Passes all mechanical and
g —r— 4 BKkC —r— environmental requirements
i U ) of MIL-S-19500, including
3 L " 200" 07 o shock and vibration.
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Type No.1N140 7=0l-07

GOLD BONDED GERMANIUM DIODE

6 Lake Street

R

PO Box 1436 b2 :
Lawrence, MA 01841 R Hl il BKC International
Telephone (617) 681-0392 3 Electronics Inc.
TeleFax (617) 681-9135 P @
Telex 928377 E3
kL1

FEATURES

Low forward voltage drop—Ilow power consumption

Thirty years of proven reliability—one million hours mean time between failures (MTBF)

Very low'noise level
- Metallurgically bonded

ABSOLUTE MAXIMUM RATINGS (at 25 °C, unless otherwise specified)

Peak Inverse Voltage 85 Volts

Peak Forward Current 500 mA
. Operating Temperature Range -65°Cto85°C

Average Power Dissipation 80 mW

ELECTRICAL CHARACTERISTICS

Symbol Conditions Min Max Unit T°C
Peak Inverse Voltage PIV 1 mA |85 \Y 25 °C
"Reverse Current Ir 50 V 300 | pA | 25°C
Forward Voltage Vi 40 mA 1 \ 25 °C
‘MECHANICAL
' 02t
|.019' - N ¥ Passes all mechanical and
o] - E BKC —3—] environmental requirements
’f—l ! ) of MIL-S-19500, including
n . . shock and vibration.
l< . 300 107" 1A i

MIN MAX 095"







